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SUPPORT STRUCTURE.

[~MOUNT HAND-AUTD SWITCH
ON PIPE SUPPORT COLUMN

SUPPLEMENTAL LEGEND:

VIBRATING HORN. 100 dB AT 10 FEET

RESONATING HORN., 100 dB AT 10 FEET
WITH SOUND DISTINCT FROM VIBRATING HORN.

JUMBO MUSHROOM PUSHBUTTON STATION.

1-NC MOMENTARY CONTACT. MOUNT AT 6' AFF.

PRESSURE INDICATING TRANSMITTER

DIFFERENTIAL PRESSURE TRANSMITTER
SOLENOID OPERATOR ON VALVE

FLEXIBLE CONDUIT
JUNCTION BOX OR CONDULET PER N.E.C.

0V @) DpE«EK

POWER, CONTROL, JUNCTION BOX LABELS PER
CONDUIT AND CABLE SCHEDULES ON SHEET E6.1

R1, C1, U1

TELEPHONE SYSTEM BELL/STROBE LI[GHT

KEYED HAND-AUTO SELECTOR SWITCH AND RUN
LIGHT. SEE NOTE 6

EPDS EMERGENCY POWER DOWN STATION

NOTES:

THE ENTIRE VOLUME UNDER THE PUMPHOUSE SHELTER EXCEPT THE
VOLUME INSIDE THE CONTROL ROOM, SHALL BE CONSIDERI

CLASS 1. DIVISION 1 GROUP D (T2D-419F) HAZARDOUS LDCATIDN.
ALL ELECTRICAL EQUIPMENT INSTALLED WITHIN THE HAZARDOUS
AREA SHALL BE SPECIFICALLY APPROVED BY UL OR FACTORY MUTUAL
FOR THE ABOVE HAZARDOUS AREA CLASSIFICATION.

EACH CONDUIT ORIGINATING IN OR PASSING THROUGH OR UNDER A
HAZARDOUS AREA AND PENETRATING CONTROL ROOM WALLS. ROOF. OR
FLOOR SHALL HAVE EXPLOSION PROOF SEALING FITTINGS INSTALLED
[N THE INTERIOR OF THE CONTROL ROOM PER NEC 501-5.

A MEANS SHALL BE PROVIDED FOR THE FUTURE REMOVAL OF EQUIPMENT

E TO THE
ENCLOSURE. UNION SHALL BE RATED FOR THE HAZARDOUS CLASSIFICATION
LISTED ABOVE.
CONDUIT AND CABLE SCHEDULE 1S LOCATED ON SHEET E6.1.

ALL METALLIC CONDUITS THAT ARE NOT ATTTACHED TO A GROUNDED PANEL
OR ENCLOSURE SHALL BE GROUNDED USING A GROUNDED BUSHING.

KEYED HAND-AUTO SWITCH WILL BE KEYED ALIKE WITH THE CORRESPONDING
KEYED HOA SWITCH [N THE MCC. SEE SHEET ES5.2.
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